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We are X-Lab Solutions

X-Lab Solutions achievements:

The story begins in 1992 when ”a few good men” have founded a service 

organization for laboratory and blood gas instruments in Transilvania. 

At first, X-Lab Solutions' activity focused on maintenance and repairs. 

Along the way, the development of turnkey medical projects and providing 

lab supplies, have become priorities.

Today, the main focus is on providing after-sales services for medical equipment 

and projects (installation, commissioning, training, application support, service, 

maintenance).

OVER 110 equipped hospitals and the associated services delivered, 

all over Europe

Over 120 private laboratories equipped with diagnostic systems and serviced

Over 170 private healthcare institutions equipped with medical devices 

and accessories
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IVF o�ers perfectly controlled conditions and state-of-the-art equipment 
to make every woman's dream of becoming a mother come true.

In Vitro Fertilisation 
& Medical Devices
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Creating an optimal environment for human embryos

G210 InviCell

long-term incubator
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G210 InviCell long-term incubator 

About

Designed for an environment as close as possible to in vivo conditions.

All-natural 6-sided heating system using Alu Heat technology.

Emulator for basal body temperature (BBT).

State-of-the-art gas and temperature control – HEPA and VOC filtered 
gas supply.

Built-in gas mixer – recirculated gas can reduce running costs.

Minimizes embryo stress from environmental changes, including pH.

Uses ORIGIO and LifeGlobal filter technology for excellent air quality 
in the chambers.
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G210 InviCell 
long-term incubator 

G210 InviCell Plus is prepared for SignipHy™ continuous pH monitoring 
(new models only).

G210 InviCell Plus has independent external monitoring of temperature and CO .²

Stacking system for up to 30 patients on same footprint.

Options:

Stacking System

(K23050-110-O [110V] / K23050-230-O [220V])

Width (mm) 1100

830Depth (mm)

Height (mm, standard stand) 1620

Weight (kg) 100
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Specifications:

Data
G210 InviCell
(K59500)

G210 InviCell Plus
(K60000)

Gas consumption (l/h):

Recovery time (min):

Dish inserts (min 10 per unit):
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Advantages

G210 InviCell long-term incubator 

Cost e�ective

Low acquisition cost per patient

Eco-friendly with lower power and gas 

consumption 

Low maintenance costs

Extensive monitoring options

On-screen monitoring and logging

K-Link™ data logging system

Built-in sensors for independent 

monitoring of chamber temperature.

Connectivity for external monitoring 

of CO₂, alarm output to clinic, and 

SignipHy™ pH monitoring system

Easy to maintain 

and service

Easy to replace 

filters 

On-screen 

information 

Advanced user controls with built-in 

7” touch-screen display

Easy to use – even with gloves on

Built-in security with multi-level 

password protection

Graphic color display
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Minimalist Danish design

Intuitive, attractive and ergonomic

One-step lids easy to open and close 

Easy to clean

Dish inserts easily removed and 

autoclaved

Built-in temperature and equilibration 

chamber for media and dishes
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G210 InviCell long-term incubator 

Dishes

LifeGlobal dishes, designed for IVF.

Quick embryo location for enhanced 

optics and visibility.

Thinner bases for improved visibility.

Optimal storage e�ciency and limited 

scratching potential.

Specially designed raised lid prevents 

oil sealing, ensuring improved CO₂ 

exchange for rapid and constant 

equilibration.

Dish inserts

Dish inserts customize G210 for 

compatibility with popular dishes.

Dish-specific grooves in the heating 

plates ensure direct heat transfer to 

the dish's media, preventing cold 

spots.

Consumables 
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K-Link™

datalogging software

Measurement section 

Displays device measurements every 

30 seconds, connection status, email 

notification settings for alarms, and an 

„Open Log” button. Service tab

Displays software versioning, device 

connectivity, and serial number 

information, along with countdowns 

for service checks and filter changes. 

The service alarm triggers until 

countdowns are reset.

Communicate with a G210 over a TCP/IP network to retrieve, display and save 

a log of measurements, warnings and daily averages into a spreadsheet. 

Alarm display section

K-Link displays alarm status, changing 

color to red when activated and back 

to green when deactivated, refreshing 

every 5 seconds.

Graph section

Graphs temperature or gas levels 

over time.

Warning tab

Displays information on the last 50 individual alarms.

Measurement section Service tabAlarm display section Warning tabwww.xlab.ro 11/20
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Incubator 

accessories

A wide range of accessories and supporting products designed to work 

in harmony with your culture protocol.

LifeGlobal dishes

Culture dishes in two sizes: Ø60mm 

and Ø38mm.

Designed for IVF, these CE-marked, 

FDA-cleared devices undergo 

rigorous 1-cell MEA, endotoxin (LAL), 

and sterility testing. Made from non-

toxic medical-grade polystyrene, they 

are packaged to minimize o�-gassing 

and limit VOC introduction to the lab.

Dish inserts

The G210 require dish inserts for each 

chamber, which will ensure correct 

heat transfer to the media in the dish.

Stacking system

Accommodates three G210 incubators, 

equivalent to 30 patients 

or about 1,500 cycles annually. 

Features sliding shelves, built-in 

power outlets, a heat removal fan, 

a tray system for organized storage, 

lockable doors, and space for a PC 

running K-Link for all three incubators.

Calibration devices

Calibration devices ensure your 

K-Systems incubator stays operational, 

enabling frequent QC checks in the 

clinic.

www.xlab.ro 12/20

G210 InviCell

K-Link™ datalogging software

SignipHy™

Incubator accessories

BT37 Mark II benchtop incubator



For consistent humidified culturing

BT37 Mark II

Benchtop incubator
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BT37 Mark II benchtop incubator

About

Designed to maintain consistent culturing environments for optimum 
temperature and pH control.

Emergency power – Integrated battery backup.

Fast recovery – Rapid recovery to optimal temperature, gas and humidity.

Optimal conditions – works with premixed gas. 

Soft close lid

Highly visible touch 

screen for quick and 

simple control 

Providing at-a-

glance, temperature 

and alarm status

Simple bottle connection

Full contact plates

Viewing window to visually 

demonstrate consistent gas flow

Ergonomic handle design
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BT37 Mark II benchtop incubator

About

Specifications:

System

Dimensions 435 mm wide x 330 mm deep 
x 185 mm high

17 kgWeight

Storage temperature -10°C to +50°C

Storage humidity 5% to 95% relative humidity 
non-condensing

Storage special instructions Recharge every 4 months 
by connecting to themains 
power supply for 24 hours

Capacity

Dishes 

per chamber

®4 x Nunc  4 well Petri dishes
10 x Nunc 30 mm Petri dishes
4 x Minitub 5 well Petri dishes

®4 x Falcon  60 mm Petri dishes

Internal battery

Internal 

battery backup

2 hour backup

Control

Temperature control range (ambient + 5°C) to (ambient + 20°C) 40°C max.

± 0.2°CTemperature measurement accuracy

Temperature control accuracy ± 0.1°C measured after any transient e�ects due to set-point changes 
have subsided

Flow control range 0 mL/minute to 900 mL/minute. Normalized to 0°C, 50% RH and 1 bar

Flow accuracy The greater of ± 10% or ± 3 ml/minute

Flow control accuracy The greater of ± 5% or ± 2 ml/minute measured after any transient e�ects 
due to set-point changes have subsided

Item

Humidifier bottle and filter

Bottle pack of 6 (incl. Syringe Filter) – only BT37 Mark II

Bottle pack of 6 (incl. Syringe Filter) – BT37 Mark I (may be used for Mark II as well)

AY200246 Planer Limited

AY102295 Planer Limited

Order Code Manufacturer
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BT37 Mark II benchtop incubator

About

Specifications:

Gas supply

Gas supply Premixed gas. Typically 6% CO₂,
5% O2, 89% N2

1.5 ± 0.15 barSupply pressure

Connectors SWAGELOK 1/4” tube fitting

Power

Power 

requirements
100 - 240 V~, 
50/60Hz, 2 A

Feature

Monitoring

Local area network (LAN)

Independent temperature monitoring

10 Base T Ethernet - RJ45 shielded Modbus-TCP-IP protocol

Independent sensors can be fitted to the monitoring ports 
Recommended sensor type: PT100 Class A to En60751 Maximum 
diameter: 2.51 mm

Controller

Specifications may change. Contact your service provider for more details and available options.
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An easy way to monitor pH trends during the week

SignipHy™

pH monitoring
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SignipHy™ pH monitoring

About

Fast, cost-e�cient, and non-invasive continuous pH monitoring.

Technology relies on fluorescent dyes emitting characteristic spectra 
at various pH levels.

Monitors the trend of pH in small volumes of cell culture media.

Real-time pH monitoring (reading every 30 minutes).

Accuracy (0.05 in a range of pH 7.0 to 7.6).

Single use sensor probe suitable for up to 7 days of pH readings.

Easy to install and use.

Not invasive − no media or sample contact.

No user calibration required.

Easy to align (no bu�ers, no hassles).

Separate data logging of pH and user alarms.
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Components

®TrakStation

Connect up to 8 incubators / TrakPods

Touch screen display

Data logging of pH and user alarms

®TrakPod

One per incubator

USB interface

Configurable measurement frequency 

(1 sec every 30 min as default)

sv2 sensors

One per incubator

Fluorescent membrane on the base

100 µL of media + 150 µL of oil

Factory certified

Up to 12 months shelf life

To be replaced every week

qc2 alignment tool

Provides a known and stable fluorescent 

signal

For weekly system alignment

One per clinic − covers all incubators 

in the clinic

To be replaced every year

sv2 sensors ®TrakStation®TrakPod qc2 alignment tool

SignipHy™ pH monitoring
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Total availability in less than 24 h anywhere in Romania and Moldova.
Contact us for technical support, service for your equipment or consumables.

TRAINING 
SERVICES

Through our training services you will know 
exactly how to operate your equipment 

according to the manufacturer's instructions.

MAINTENANCE 
& SUPPORT

Our engineers are highly skilled 
in servicing the equipment 

we provide.

Our sales representatives deeply 
understand your needs and guide 

in taking your best decisions.

SALES 
SERVICES

We are offering an unique and customized range of services:

www.xlab.ro

Sos. Odai 207A Bucharest 1, Romania

Tel.: +40 21 332 76 31 • E-mail: office@xlab.ro

Bucharest

Calea Manastur 70, Ap 30, Cluj-Napoca, Romania

Tel.: +40 264 42 76 77 • E-mail: office@xlab.ro

Cluj-Napoca Head Office

Negresteni 9, Chisinau, Moldova

Tel.: +40 729038 316 • E-mail: office@xlab.ro

Chisinau

Cluj-Napoca

Chisinau

Bucharest


	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12
	Page 13
	Page 14
	Page 15
	Page 16
	Page 17
	Page 18
	Page 19
	Page 20

